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Speci�cations

10X8-8xxxx

1

CAT.6 Slim Ethernet Patch Cable, Snagless/Molded Boot

    RoHS

10X8-8xx07

10X8-8xx25

10X8-8xx0.5

10X8-8xx02

7 FT

25 FT

0.5 FT

2 FT

10X8-8xx10

10X8-8xx20

10X8-8xx01

10 FT

20 FT

10X8-8xx05

1 FT

10X8-8xx03

10X8-8xx14

5 FT

PART NO.

3 FT

14 FT

CABLE

10X8-8xx06

10X8-8xx15

6 FT

15 FT

LENGTH

RJ45 8P8C  Plug, Pin 50u" Gold Plated

ETL Veri�ed ANSI/TIA-568-C.2, 75°C, OD: 3.6mm, Jacket PVC

8P8C Boot (OD:4.5mm)

Mini CAT.6 UTP, 28AWG*4P, Stranded Type CM, 

8

P1

Cable Length

2 3
8

41.6±0.5

1

1

1

P2

41.6±0.5

White/Blue

1

Color Options

71  Red

2
3

21  Gray

72  Pink

4

7
5

Blue

Green

61  Blue

Pin Assignment

91  White

White/Orange

41  Purple

P2
Orange

White/Brown

6

5

8

Brown

P1

81  Yellow

51  Green
White/Green

7

8

1

6
4

3
2

22  Black
31  Orange

(1)100% Open Short & Miswire Test. 
(2) Insulation Resistance 1 MΩ  MIN. 

1.Electrical Test:

NOTES:

Cable Cross-Section 

Conductor

Insulatoin

3.6±0.15mm

Jacket28AWG BC*4P


